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PHASING NOTES:

1.) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2.) PHASES ASSOCIATED BY A DASHED LINE MAY OPERATE CONCURRENTLY.

SEE GENERAL NOTE 1.—7
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kT oF way — GENERAL NOTES
1. PULL BACK EXISTING 2-CONDUCTOR (ALUMINUM SHEILDED) CABLE
TO HIS HANDHOLE AND REWIRE THROUGH PROPOSED CONDUIT
(SEE WIRING DIAGRAM)
2. THE LOCATION OF PROPOSED GEOMETRICS MUST
CONSTRUCTION DETAILS BE CONFIRMED PRIOR TO THE INSTALLATION
OF SIGNAL EQUIPMENT.
A. INSTALL ELECTRICAL HANDHOLE I 3. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS
B. INSTALL 2 IN. SCHEDULE 80 RIGID ELECTRICAL PVC CONDUIT - TRENCHED " ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE.
C. INSTALL 4 IN. SCHEDULE 80 RIGID ELECTRICAL PVC CONDUIT - BORED THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY
PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED
D. REMOVE EXISTING HANDHOLE IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT
E. CAP AND ABANDON EXISTING CONDUIT BETWEEN UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR., THE
F. USE EXISTING HANDHOLE AND DISCONNECT/SPLICE 2-CONDUCTOR (ALUMINUM SHEILDED)

CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY
SO THAT THE CONFLICT MAY BE RESOLVED.

5. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE
FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS., HIGHEST
ROADWAY PROFILE GRADE FOR OPEN SECTIONS., TO MEET CLEARANCES
AS SPECIFIED IN MD 816.03, MD 818.01, MD 818.02, MD 818.04.
THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE
INSTALLATION OF ALL SIGNAL EQUIPMENT.

6. PROPOSED PAVEMENT MARKINGS ARE TO BE INSTALLED

CABLE TO EXISTING LOOP WIRE (SEE WIRING DIAGRAM)
G. USE EXISTING HANDHOLE
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